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सं . 2246] 
No. 2246 ] 


उपभोक्ता मामले , खाद्य और सार्वजनिक वितरण मंत्रालय 

( उपभोक्ता मामले विभाग) 
( भारतीय मानक ब्यूरो ) 

अधिसूचना 

नई दिल्ली, 11 जून 2018 
का . आ . 2981( अ ). भारतीय मानक ब्यूरो नियम 1987 के नियम 7 के उपनियम ( 1 ) के खंड ( ख ) के अनुसरण में भारतीय 
मानक ब्यूरो एतद् द्वारा अधिसूचित करता है कि जिन भारतीय मानकों के विवरण नीचे अनुसूची में दिए गए हैं वे स्थापित हो गये हैं । 


क्रम 
संख्या 


( 1) 


स्थापित भारतीय मानक( कों ) की संख्या , | स्थापित तिथि भारतीय मानक ( कों ) जो कि रद्द होने हैं , रद्द होने की तिथि 
वर्ष और शीर्षक 

अगर है, की संख्या , वर्ष और शीर्षक 
( 2 ) 

( 3 ) 
आई एस 101 ( भाग 10/ अनुभाग 1) : 7 जून 2018 | लागू नहीं 

लागू नहीं 
2018/ आई एस ओ 13320 : 2009 रोगनो , 
वर्निशों और संबंध उत्पादों के नमूने लेने और 
परीक्षण की पद्धतियाँ भाग 10 यंत्र विश्लेषण 
अनुभाग 1 कण आकार विश्लेषण – लेजर 
विवर्तन पद्धतियाँ 
आई एस / आई एस ओ 603- 15 : 1999 बद्ध | 7 जून 2018 | लागू नहीं 

लागू नहीं 
अपघर्षी उत्पाद - विमाऐं भाग 15 मशीनों 
के अचल या गतिशील कटिंग पर कटिंग आफ 
हेतु घिसाई पहिये 


3442 GI/ 2018 
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7 जून 2018 


7 जून 2018 


आई एस 1448[ पी : 141] : 1992 
पेट्रोलियम और इसके उत्पादों की 
परीक्षण पद्धतियाँ [ पी : 141] हेलियम 
पद्धति द्वारा पेट्रोलियम कोक का प्रत्यक्ष 
घनत्व ज्ञात करना 


7 जून 2018 


लागू नहीं 


आई एस 1448[ पी : 141] : 2018 
पेट्रोलियमऔर उसके उत्पादों के लिए 
परीक्षण के तरीके [ पी : 141] हीलियम 
विधि द्वारा कैलक्लाइंड पेट्रोलियम कोक के 
स्पष्ट घनत्व के निर्धारण 
( पहला पुनरीक्षण ) 
आई एस 1448 [ पी : 167] : 2018/ आई 
एस ओ 12185 : 1996 पेट्रोलियम एवं 
इसके उत्पादों की परीक्षण पद्धतियाँ [ पी : 
167] घनत्व का निर्धारण – दोलन यू-ट्यूब 
विधि 
आई एस 3758 : 2018 हुक , कर्ण - 
विशिष्टि 
( पहला पुनरीक्षण ) 
आई एस 7309 : 2018/ आई एस ओ 
22915- 3 : 2014 औघोगिकी ट्रक - 
स्थिरता का सत्यापन रीच और स्ट्रेडल 
( दूसरा पुनरीक्षण ) 


7 जून 2018 


7 जून 2018 


आई एस 3758 : 1966 हुक , कर्ण - 
विशिष्टि 


7 जून 2018 


7 जून 2018 


आई एस 7309 : 1993 ट्रकों के खांड 
और सहपाशर्व कांटा उत्थापन स्थिरता 
परीक्षण की पद्धति 
( पहला पुनरीक्षण ) 


7 जून 2018 


आई एस 12375 ( भाग 6) : 1998 / आई | 7 जून 2018 
एस ओ 7206- 6 : 1992 शल्य चिकित्सा 
के लिए अन्तर्रोपण – आंशिक और 
सम्पूर्ण कुल्हे पर के जोड़ भाग 6 इंडीनुमा 
फेमोरल अवयवों के सिर गर्दन भाग के 
सम्ता गुणधर्म ज्ञात करना 


आई एस 12375 ( भाग 6 ) : 2018/ आई 
एस ओ 7206 -6 : 2013 शल्य चिकित्सा के 
लिए अन्तर्रोपण – आंशिक और सम्पूर्ण 
कुल्हे के संयुक्त कृत्रिम अंग भाग 6 इंडीनुमा 
फेमोरल अवयवों के गर्दन भाग की 
सहनशक्ति गुण परीक्षण और प्रदर्शन 
आवश्यकताएँ 
( पहला पुनरीक्षण ) 
आई एस 13730 (भाग 32 ) : 2018/ आई ई 
सी 60317-32 : 2015 विशेष प्रकार के 
कुंडलण तारों की विशिष्टियाँ भाग 32 काँच 
रेशा कुंडलित , रेजिन अथवा वार्निश 
संसेचित , अनावृत अथवा वार्निश संसेचित, 
अनावृत अथवा अनेमलित आयताकार तांबे 
के तार , तापमान सूचकांक 155 
( पहला पुनरीक्षण) 


7 जून 2018 


7 जून 2018 


आई एस 13730 ( भाग 32) : 
1997/ आई ई सी 60317- 32 : 1990 
विशेष प्रकार के कुंडलन तारों की 
विशिष्टि भाग 32 काँच -रेशा कुंडलित , 
पालिस्टर अथवा पालिस्टरकृत वार्निश 
उपचारित , अनावृत अथवा वार्निश 
संसेचित , अनावृत अथवा इनैमलित 
आयताकार तांबे के तार , तापमान 
सूचकांक 155 
आई एस 13730 ( भाग 33) : 
1997/ आई ई सी 60317- 33 : 1990 
विशेष प्रकार के कुंडलन तारों की 
विशिष्टि भाग 33 काँच-रेशा कुंडलित , 
सिलिकॉन वार्निश - उपचारित , अनावृत 
अथवा इनैमलित आयताकार तांबे के 
तार, तापमान सूचकांक 200 


7 जून 2018 


आई एस 13730 (भाग 33) : 2018/ आई ई | 7 जून 2018 
सी 60317- 33 : 2015 विशेष प्रकार के 
कुंडलण तारों की विशिष्टियाँ भाग 33 काँच 
रेशा कुंडलित , रेजिन अथवा वार्निश 
संसेचित , अनावृत अथवा अनेमलित 
आयताकार तांबे के तार , तापमान सूचकांक 
200 
(पहला पुनरीक्षण ) 
आई एस 13730 ( भाग 39) : 2018/ आई ई | 7 जून 2018 
सी 60317- 39 : 2015 विशेष प्रकार के 


10 . 


7 जून 2018 


आई एस 13730 (भाग 39 ) : 
2005 / आई ई सी 60317 - 39 : 1992 
विशेष प्रकार के कुंडलन तारों की 
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विशिष्टि भाग 39 काँच-तंतु गुम्फित , 
पलीएस्टर अथवा पलीएस्टरइमाइड 
वार्निश -उपचारित , इनमल आयताकार 
तांबे के तार , तापमान सूचकांक 180 


7 जून 2018 


आई एस 13730 (भाग 48) : 
2005 / आई ई सी 60317 - 48 : 1999 
विशेष प्रकार के कुंडलन तारों की 
विशिष्टि भाग 48 काँच-तंतु लिपटे रेजिन 
अथवा वार्निश संसेचित इनैमल रहित 
अथवा इनैम्लित गोल तांबे के तार , 
तापमान सूचकांक 155 
आई एस 14239 ( भाग 1) : 1995/ आई 
एस ओ 9714- 1 : 1991 अस्थि वेधीय 
उपकरण - वेधीय यंत्र , पेंचतराश और 
काउंटरसिंक कर्तक 


7 जून 2018 


13. 


कुंडलण तारों की विशिष्टियाँ भाग 39 काँच 
रेशा गुम्फित , रेजिन अथवा वार्निश 
ससेचित , अनावृत अथवा अनेमलित 
आयताकार तांबे के तार , तापमान सूचकांक 
180 
( पहला पुनरीक्षण ) 
आई एस 13730 (भाग 48) : 2018/ आई ई | 7 जून 2018 
सी 60317 -48 : 2012 विशेष प्रकार के 
कुंडलण तारों की विशिष्टियाँ भाग 48 काँच 
रेशा कुंडलित , रेजिन अथवा वार्निश 
संसेचित , अनावृत अथवा अनेम्लित गोल 
तांबे के तार , तापमान सूचकांक 155 
( पहला पुनरीक्षण ) 
आई एस 14239 (भाग 1 ) : 2018 / आई 7 जून 2018 
एस ओ 9714-1 : 2012 अस्थि वेधीय 
उपकरण भाग 1 वेधीय यंत्र ,पेंचतराश और 
काउंटरसिंक कर्तक 
( पहला पुनरीक्षण) 
आई एस 14640 ( भाग 2) : 2018/ आई 7 जून 2018 
एस ओ 11084 -2 : 2006 ग्राफिक 
प्रौद्योगिकी - फोटोग्राफिक सामग्री , पन्नी 

और कागज के लिए रजिस्टर प्रणाली भाग 2 
प्लेट बनाने के लिए रजिस्टर पिन प्रणालियाँ 
आई एस 14771 : 2018/ आई एस ओ | 7 जून 2018 
9112 : 2008 ट्रक एवं बस टायर - 
वेल्लन परिधि मापने की पद्धति - भारित 
नए टायर 
( पहला पुनरीक्षण ) 
आई एस 14788 : 2018/ आई एस ओ 7 जून 2018 
2322 : 2014 स्टाइरिन -ब्युटाडाइन रबड़ 
( एसबीआर) - इमल्सन तथा विलयन 
पालीमरकृत टाइप - मूल्यांकन प्रक्रियाएँ 
( पहला पुनरीक्षण ) 
आई एस 14794 : 2018/ आई एस 

ओ 7 जून 2018 
2302 : 2014 आइसोब्यूटीन - आइसोप्रीन 
रबड़ ( आईआईआर) - मूल्यांकन प्रक्रियाएँ 
( दूसरा पुनरीक्षण ) 


लागू नहीं 


लागू नहीं 


7 जून 2018 


| आई एस 14771 : 2000 स्वचल मोटर 

वाहन — टायर वेल्लन परिधि मापने की 
पद्धति - भारित नए ट्रक और बस टायर 


आई एस 14788 : 2000/ आई एस ओ | 7 जून 2018 
2322 : 1996 स्टाइरिन -ब्युटाडाइन 
रबड़ ( एस . बी . आर.) — इमल्सन तथा 
विलयन-पालीमरकृत टाइप - मूल्यांकन 
प्रक्रियाएं 
आई एस 14794 : 2013/ आई एस ओ | 7 जून 2018 
2302 : 2005 आइसोब्यूटीन 
आइसोप्रीन रबड़ ( आईआईआर ) 
मूल्यांकन प्रक्रियाएँ 
( पहला पुनरीक्षण ) 
लागू नहीं 

लागू नहीं 


7 जून 2018 


आई एस 16197 ( भाग 6) : 2018/ आई ई 
सी 62321- 6 : 2015 विघुत तकनीकी 
उत्पादों में कुछ पदार्थों को निर्धारित करना 
भाग 6 गैस क्रोमेटोग्राफी - मास 
स्पेक्टोमेट्री ( जीसी - एमएस) द्वारा पोलीमर्स 
में पोली ब्रोमिनेटीड बाईफिनायल एवं 
पोलिब्रोमिनेटीड बाईफिनायल एवं पोलीब्रो 
मिनेटीड डाईफिनाइल ईथर 
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18. 


लागू नहीं 


19. 


लागू नहीं 


20. 


लागू नहीं 


21 . 


लागू नहीं 


22 . 


लागू नहीं 


आई एस 16197 (भाग 7/ अनुभाग 1) : 7 जून 2018 लागू नहीं 
2018/ आई ई सी 62321-7 -1 : 2005 
विघुत् तकनीकी उत्पादों में कुछ पदार्थों को 
निर्धारित करना भाग 7 हेक्सावेलेंट 
क्रोमियम अनुभाग 1 कोलोरिमेटरिक पद्धति 
द्वारा धातुओं पर रंगीन संरक्षण - संरक्षित 
लेपनों में हैक्सावेलेंट क्रोमियम ( Cr ( VI) ) 
की उपस्थिति 
आई एस 16437 ( भाग 3) : 2018/ आई 7 जून 2018 | लागू नहीं 
एस ओ 15930 - 3 : 2002 ग्राफिक 
प्रौधोगिकी – पूर्वप्रेस डिजिटल डाटा 
एक्सचेंज – पीडीएफ का प्रयोग भाग 3 
रंग-प्रबंधित वर्कफ्लोज के पुर्ण आदान प्रदान 
के लिए उपयुक्त ( पीडीएफ / एक्स -3 ) 
आई एस 16716 : 2018 स्थान और पैमाने | 7 जून 2018 लागू नहीं 
पैरामीटर के लिए मजबूत आकलन 
आई एस 16722 : 2018 स्वचालित 7 जून 2018 लागू नहीं 
अनुप्रयोगों के लिए रेडियो - आवृति पहचान 
( आरएफआईडी) प्रणाली - विशिष्टि 
आई एस 16726 : 2018 वस्त्रादि 7 जून 2018 लागू नहीं 
विघटनकारी पैटर्न नायलान 6 6 से बने 
गोला बारूद और हथगोले के लिए थैली - 
विशिष्टि 
आई एस 16936 : 2018/ आई ई सी टी आर | 7 जून 2018 लागू नहीं 
62513 : 2008 मशीनों की सुरक्षा 
सुरक्षा संबंधी अनुप्रयोगों में संचार पद्धति 
प्रयोग करने के लिए मार्गदर्शिका 
आई एस 16939 : 2018 अंदर परिसर 7 जून 2018 लागू नहीं 
( एफ़टीटीएक्स ) के अनुप्रयोग के लिए रेशा 
और रेशा तंतु केबल 
आई एस 16996 : 2018/ आई ई सी 7 जून 2018 
60364- 8-1 : 2014 निम्न वोल्टता के विघुत 
संस्थापन - उर्जा दक्षता 
आई एस 16997 : 2018/ आई ई सी | 7 जून 2018 लागू नहीं 
60364-7-712 : 2018 अल्प -वोल्टता वाले 
विशेष विघुत संस्थापनों अथवा स्थानों ले 
लिए अपेक्षाएं – सौर प्रकाशवोल्टीय पॉवर 
आपूर्ति प्रणालियां 
आई एस 17003 ( भाग 2) : 2018/ आई 7 जून 2018 लागू नहीं 
एस ओ/ टी एस 80004- 2 : 2015 
नैनोप्रौधोगिकी – शब्दावली भाग 2 नैनो 
वस्तुएं 
आई एस / आई एस ओ 20283- 5 : 2016 7 जून 2018 लागू नहीं 
यांत्रिक कंपन — जहाजों पर कंपन का मापन 
भाग 5 यात्री और मर्चेट जहाजों पर रहने के 
लिए कंपन का मापन , मूल्यांकन और रिपोर्टिंग 


23 . 


लागू नहीं 


लागू नहीं 


| लागू नहीं 


लागू नहीं 


26. 


मी 


लागू नहीं 


लागू नहीं 


28 . 


लागू नहीं 
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29 . 


आई एस / आई एस ओ 21573 -1 : 2006 | 7 जून 2018 
भवन निर्माण की मशीनरी और उपस्कर 
कंक्रीट पंप भाग 1 शब्दावली और 
व्यवसायिक विशिष्टियाँ 


आई एस / आई एस ओ 21573-1 : 2014 | 7 जून 2018 
भवन निर्माण की मशीनरी और उपकरण - 
कंक्रीट पंप भाग 1 शब्दावली तथा 
वाणिज्यिक विशिष्टि 
( पहला पुनरीक्षण) 
आई एस / आई एस ओ 21940 - 11 : 2016 | 7 जून 2018 
यांत्रिक कंपन – रोटर का संतुलन भाग 11 
दृढ़ प्रकृति के रोटर की प्रक्रियाएं और छूट 


7 जून 2018 


आई एस/ आई एस ओ 1940 - 1 : 2003 
यांत्रिक कंपन – स्थिर ( दृढ़ ) स्थिति में 
रोतारों की गुणता अपेक्षाओं का संतुलन 
भाग 1 संतुलन छूट की विशिष्टियाँ और 

सत्यापन 
| लागू नहीं 


लागू नहीं 


32. 


लागू नहीं 


लागू नहीं 


आई एस/ आई एस ओ 25539- 3 : 20117 जून 2018 
कर्डियोवस्कयुलर आरोपण - एंडोवस्कयुलर 
उपकरण भाग 3 वेना केवा छलनियां 
आई एस / आई एस ओ/ आई ई सी 27017 : 7 जून 2018 
2015 सूचना प्रौद्योगिकी – सुरक्षा तकनीक 
- ISO/IEC 27002 पर आधारित 
क्लाउड सेवाओं की सूचना सुरक्षा कंट्रोलों की 
रीति संहिता 
आई एस/ आई ई सी 60794- 3- 30 : 2008 | 7 जून 2018 
ऑप्टिकल फाइबर केबल भाग 3 आउटडोर 
केबल अनुभाग 30 ऑप्टिकल दूरसंचार के 
लिए परिवार विनिर्देश झीलों, नदी क्रासिंग 
और तटीय आवेदन के लिए केबल 


33 . 


लागू नहीं 


लागू नहीं 


इस भारतीय मानक की प्रतियाँ भारतीय मानक ब्यूरो , मानक भवन , 9, बहादुर शाह ज़फर मार्ग, नई दिल्ली 110 002 क्षेत्रीय कार्यालयों: 
नई दिल्ली , कोलकता , चंडीगढ़, चेन्नई , मुंबई , तथा शाखा कार्यालयों: अहमदाबाद, बंगलौर, भोपाल , भुवनेश्वर, कोयंबतूर , गुवाहाटी , 
हैदराबाद , जयपुर, नागपुर, पटना, पूणे तथा कोचि में बिक्री हेतु उपलब्ध हैं । भारतीय मानकों को http:// www. standardsbis .in द्वारा 
इंटरनैट पर खरीदा जा सकता हैं । 
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सी . बी . सिंह, अपर महानिदेशक 


MINISTRY OF CONSUMER AFFAIRS , FOOD AND PUBLIC DISTRIBUTION 


(Department of Consumer Affairs) 
(BUREAU OF INDIAN STANDARDS) 


NOTIFICATION 


New Delhi, the 11th June, 2018 


S . O . 2981 ( E ). — In pursuance of clause (b ) of sub - rule ( 1) of Rule 7 of the Bureau of Indian Standards Rules, 
1987 , the Bureau of Indian Standards hereby notifies that the Indian Standards, particulars of which are given in the 
second column of schedule hereto annexed has been established on the date indicated against it in third column . The 
particulars of the standards, if any, which are given in the fourth column shall also remain in force concurrently till they 
are cancelled on the date indicated against them in the fifth column . 


THE GAZETTE OF INDIA : EXTRAORDINARY 


[PART II — SEC. 3 (ii) ] 


SCHEDULE 


Date of 


No , Year & Title of the Indian 

Standards Established 


No. Year & Title of the 
Indian Standards to be 

Cancelled , if any 


Date of 
Cancellation 


No . 


Establishment 


( 2 ) 


( 3 ) 


(4 ) 


(5 ) 


1 . 


7 June 2018 


NA 


NA 


IS 101 ( Part 10 /Sec 1) : 2018 /ISO 
13320 : 2009 Methods of Sampling 
and Test for Paints Varnishes and 
Related Products Part 10 
Instrumental Analysis Section 1 
Particle size Analysis – Laser 
Diffraction Methods 


7 June 2018 


NA 


IS / ISO 603- 15 · 1999 Bonded 
Abrasive Products – Dimensions 
Part 15 Grinding Wheels for 
Cutting -Off on Stationary or Mobile 
Cutting -Off Machines 


7 June 2018 


7 June 2018 


IS 1448 [ P : 141] : 1992 
Methods of Test for Petroleum 

and Its Products [ P : 141] 
Determination of Apparent 
Density of Calcined Petroleum 

Coke by Helium Method 


IS 1448 [P : 141] : 2018 Methods of 
Test for Petroleum and Its Products 
[P :141 ] Determination of Apparent 
Density of Calcined Petroleum Coke 
by Helium Method 
(First Revision ) 
IS 1448 [P : 167 ] : 2018 /ISO 12185 
: 1996 Methods of Test for 
Petroleum and Its Products [P : 167] 
Determination of Density - 
Oscillating U - Tube Method 
IS 3758 : 2018 Hooks , Aural – 
Specification 


7 June 2018 


NA 


7 June 2018 


7 June 2018 


IS 3758 : 1966 Specification 

for Hooks , Aural 


( First Revision ) 


6 . 


7 June 2018 


7 June 2018 


7 June 2018 


7 June 2018 


IS 7309 : 2018 / ISO 22915 - 3 : 2014 
Industrial Trucks — Verification Of 
Stability Reach and Straddle Trucks 
( Second Revision ) 
IS 12375 ( Part 6 ) : 2018 /ISO 7206 -6 
: 2013 Implants for Surgery 
Partial and Total Hip Joint 
Prostheses Part 6 Endurance 
Properties Testing and Performance 
Requirements of Neck Region of 
Stemmed Femoral Components 
(First Revision ) 


IS 7309 : 1993 Reach and 
Straddle forklift Trucks – 
Method of Stability Tests 

(First Revision ) 
IS 12375 (Part 6 ) : 1998 / ISO 
7206 -6 : 1992 Implants for 
Surgery — Partial and Total 
Hip Joint Prostheses Part 6 
Determination of Endurance 
Properties of Head and Neck 
Region of Stemmed Femoral 

Components 


8 . 


7 June 2018 


7 June 2018 


IS 13730 (Part 32 ) : 2018 /IEC 
60317 - 32 : 2015 Specifications for 
Particular Types of Winding Wires 
Part 32 Glass Fibre Wound , Resin or 
Varnish Impregnated , Bare or 
Enamelled Rectangular Copper 
Wire, Temperature Index 155 
(First Revision ) 


IS 13730 (Part 32) : 1997 /IEC 

60317 - 32 : 1990 
Specifications for Particular 
Types of Winding Wires Part 

32 Glass -Fibre Wound, 
Polyester or Polyesterimide 
Varnish - Treated , Bare or 

Enamelled Rectangular 
Copper Wire , Temperature 

Index 155 
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9 . 


7 June 2018 


7 June 2018 


IS 13730 (Part 33) : 2018 /IEC 
60317 -33 : 2015 Specifications for 
Particular Types of Winding Wires 
Part 33 Glass Fibre Wound , Resin or 
Varnish Impregnated , Bare or 
Enamelled Rectangular Copper 
Wire , Temperature Index 200 
( First Revision ) 


IS 13730 (Part 33) : 1997 /IEC | 

60317 -33 : 1990 
Specifications for Particular 
Types of Winding Wires Part 

33 Glass - Fibre Wound, 
Silicon Varnish - Treated , Bare 

or Enamelled Rectangular 
Copper Wire, Temperature 

Index 200 


10 . 


7 June 2018 


7 June 2018 


IS 13730 (Part 39 ) : 2018 /IEC 
60317 - 39 : 2015 Specifications for 
Particular Types of Winding Wires 
Part 39 Glass -Fibre Braided Resin 
or Varnish - Impregnated , Bare or 
Enamelled Rectangular Copper 
Wire, Temperature Index 180 
(First Revision ) 


| IS 13730 ( Part 39 ) : 2005 /IEC | 

60317 - 39 : 1992 
Specifications for Particular 
Types of Winding Wires Part 

39 Glass- Fibre Braided 
Polyester or Polyesterimide 
Varnish - Treated , Bare or 

Enamelled Rectangular 
Copper Wire , Temperature 

Index 180 


11 . 


7 June 2018 


7 June 2018 


IS 13730 (Part 48 ) : 2018 /IEC 
60317 -48 : 2012 Specifications for 
Particular Types of Winding Wires 
Part 48 Glass -Fibre Wound Resin or 
Varnish Impregnated , Bare or 
Enamelled Round Copper Wire , 
Temperature Index 155 
(First Revision ) 


| IS 13730 (Part 48 ) : 2005 /IEC 

60317 -48 : 1999 
Specifications for Particular 
Types of Winding Wires Part 
48 Glass- Fibre Wound Resin 
or Varnish Impregnated , Bare 

or Enamelled Round Copper 
Wire , Temperature Index 155 


12. 


7 June 2018 


7 June 2018 


IS 14239 ( Part 1 ) : 1995 /ISO 
9714 - 1 : 1991 Orthopaedic 
Drilling Instruments – Drill 
Bits , Taps and Countersink 

Cutters 


13 . 


7 June 2018 


NA 


IS 14239 (Part 1) : 2018 /ISO 9714 - 1 
: 2012 Orthopaedic Drilling 
Instruments Part 1 Drill Bits , Taps 
and Countersink Cutters 
(First Revision ) 
IS 14640 (Part 2 ) : 2018 /ISO 11084 
2 : 2006 Graphic Technology - 
Register Systems for Photographic 
Materials, Foils and Paper Part 2 
Register Pin Systems for Plate 
Making 
IS 14771 : 2018 / ISO 9112 : 2008 
Truck and Bus Tyres — Methods of 
Measuring Tyre Rolling 
Circumstance — Loaded New Tyres 
(First Revision ) 


14. 


7 June 2018 


7 June 2018 


IS 14771 : 2000 Automotive 

Vehicles — Method of 
Measuring Tyre Rolling 
Circumference — Loaded 
New Truck and Bus Tyres 


15 . 


7 June 2018 


7 June 2018 


IS 14788 : 2018 /ISO 2322 : 2014 
Styrene -Butadiene Rubber (SBR ) — 
Emulsion and Solution - Polymerized 
Types — Evaluation Procedures 
( First Revision ) 


IS 14788 : 2000 / ISO 2322 : 

1996 Styrene- Butadiene 
Rubber (SBR ) — Emulsion 
and Solution - Polymerized 
Types — Evaluation 

Procedures 


16 . 


7 June 2018 


7 June 2018 


IS 14794 : 2018/ISO 2302 : 2014 
Isobutene -Isoprene Rubber (IIR ) — 
Evaluation Procedures 
(Second Revision ) 


IS 14794 : 2013/ ISO 2302 : 

2005 Isobutene -Isoprene 
Rubber (IIR ) — Evaluation 

Procedures 


(First Revision ) 
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7 June 2018 


NA 


NA 


18 . 


IS 16197 (Part 6 ) : 2018 /IEC 62321 
6 : 2015 Determination of Certain 
Substances in Electrotechnical 
Products Part 6 Polybrominated 
Biphenyls and Polybrominated 
Diphenyl Ethers in Polymers by Gas 
Chromatography - Mass 
Spectrometry (GC-MS) 
IS 16197 (Part 7 /Sec 1) : 2018 / IEC 
62321- 1 : 2015 Determination of 
Certain Substances 

in 
Electrotechnical Products Part 7 
Hexavalent Chromium Section 1 
Presence of Hrxavalent Chromium 
(CR (VI) in Colourless and 
Coloured Corrosion - Protected 
Coatings on Metals by the 
Colorimetric Method 


7 June 2018 


ΝΑA 


ΝΑ 


19 . 


7 June 2018 


NA 


NA 


20 . 


7 June 2018 


NA 


21 . 


7 June 2018 


NA 


7 June 2018 


NA 


23 . 


IS 16437 (Part 3 ) : 2018 / ISO 15930 
3 : 2002 Graphic Technology - 
Prepress Digital Data Exchange - 
Use of PDF Part 3 Complete 
Exchange Suitable for Colour 
Managed Workflows (PDF/ X -3 ) 
IS 16716 : 2018 Robust Estimation 
for Location and Scale Parameters 
IS 16722 : 2018 Radio Frequency 
Identification (RFID ) System for 
Automotive Applications — 
Specification 
IS 16726 : 2018 Textiles – Pouch 
for Ammunition and Grenades Made 
of Disruptive Pattern Nylon 6 6 - 
Specification 
IS 16936 : 2018 /IEC TR 62513 : 
2008 Safety of Machinery — 
Guidelines for the Use of 
Communication Systems in Safety 
Related Applications 
IS 16939 : 2018 Optical Fibre 
Cables for Inside Premises (FTTx) 
Application 
IS 16996 : 2018 /IEC 60364- 8 - 1 : 
2014 Low -Voltage Electrical 
Installations — Energy Efficiency 
IS 16997 : 2018 /IEC 60364 - 7 -712 : 
2017 Requirements for Low 
Voltage Special Electrical 
Installations or Locations — Solar 
Photovoltaic ( PV ) Power Supply 
Systems 


7 June 2018 


NA 


24 . 


7 June 2018 


NA 


25 . 


7 June 2018 


NA 


26 . 


7 June 2018 


NA 


27 . 


7 June 2018 


NA 


NA 


IS 17003 (Part 2 ) : 2018 / ISO / TS 
80004 - 2 : 2015 Nanotechnologies 
— Vocabulary Part 2 Nano - Objects 
IS / ISO 20283 -5 : 2016 Mechanical 
Vibration - Measurement of 


28 . 


7 June 2018 


NA 


NA 
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29 . 


7 June 2018 


7 June 2018 


Vibration on Ships Part 5 Guidelines 
for Measurement, Evaluation and 
Reporting of Vibration with Regard 
to Habitability on Passenger and 
Merchant Ships 
IS / ISO 21573- 1 : 2014 Building 
Contruction Machinery and 
Equipment – Concrete Pumps Part 1 
Terminology and Commercial 
Specifications 
( First Revision ) 
IS / ISO 21940 - 11 : 2016 Mechanical 
Vibration — Rotor Balancing Part 
11 Procedures and Tolerances for 
Rotors with Rigid Behaviour 


IS / ISO 21573 - 1 : 2006 

Building Contruction 
Machinery and Equipment - 

Concrete Pumps Part 1 
Terminology and Commercial 

Specifications 


30 . 


7 June 2018 


7 June 2018 


IS / ISO 1940- 1 : 2003 
Mechanical Vibration 
Balance Quality Requirements 

for Rotors in a Constant 
(RIGID ) State Part 1 

Specifications and 
Verification of Balance 

Tolerances 


31. 


7 June 2018 


ΝΑ 


IS /ISO 25539 - 3 : 2011 
Cardiovascular Implants — 
Endovascular Devices Part 3 Vena 
Cava Filters 


32 . 


7 June 2018 


ΝΑ 


NA 


IS / ISO /IEC 27017 : 2015 
Information Technology - Security 
Techniques – Code of Practice for 
Information Security Controls Based 
on ISO /IEC 27002 for Cloud 
Services 
IS / IEC 60794 - 3 - 30 : 2008 Optical 
Fibre Cables Part 3 Outdoor Cables 
Section 30 Family Specification for 
Optical Telecommunication Cables 
for Lakes, River Crossings and 
Coastal Applications 


33 . 


7 June 2018 


ΝΑ 


| ΝΑ 


Copies of these standards are available for sale with Bureau of Indian Standards, Manak Bhawan , 9 Bahadur Shah Zafar 
Marg, New Delhi- 110002 ; Regional Offices: Kolkata , Chandigarh , Chennai, Mumbai and Branch Offices: Ahmedabad , 
Bengaluru , Bhopal, Bhubaneshwar, Coimbatore, Guwahati, Hyderabad , Jaipur, Nagpur, Patna , Pune , Kochi. Online 
purchase of Indian Standards can be made at http ://www . standardsbis.in . 
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